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Abstract— In many applications of state estimation, the
process noise is colored; this case is addressed by applying the
standard Kalman filter (KF) to dynamics that are augmented
with the coloring dynamics. The present paper considers the
case where the coloring dynamics are unknown, which renders
the estimates obtained from the standard approach subopti-
mal. To address this problem, the present paper proposes
an adaptive technique based on the principle that, if the
measurement noise is white, then the innovations sequence
is white if and only if the process noise is white. Leverag-
ing this fact, an Innovations-Whitening Adaptive Kalman
Filter (IWAKF) is developed, which learns the process-
noise coloring online. By embedding an unknown coloring
filter in a state-augmentation framework, IWAKF adapts
its parameters by minimizing the empirical autocorrelation
of the innovations, thereby driving them toward whiteness
and restoring near-optimality without prior knowledge of the
coloring dynamics.

I. INTRODUCTION

In the standard Kalman filter, the process noise is
assumed to be white [1]–[4]. In many applications of state
estimation, however, the process noise is colored. This
case can addressed by applying the standard Kalman
filter (KF) to dynamics that are augmented with the
coloring dynamics [4]. This technique provides optimal
state estimates for the given coloring dynamics. In
practice, however, the process-noise spectrum is often
colored with unknown coloring dynamics. The present
paper focuses on this scenario.

To address the problem of state estimation with
unknown coloring dynamics, the present paper proposes
an adaptive technique based on the principle that, if
the measurement noise is white, then the innovations
sequence is white if and only if the process noise is
white. Leveraging this fact, an Innovations-Whitening
Adaptive Kalman Filter (IWAKF) is developed, which
learns the process-noise coloring online. By embedding
an unknown coloring filter in a state-augmentation
framework, IWAKF adapts its parameters by minimiz-
ing the empirical autocorrelation of the innovations,
thereby driving them toward whiteness and restoring
near-optimality without prior knowledge of the coloring
dynamics.

Recent efforts handle colored disturbances by either
learning a disturbance model from covariance data or
by de-correlating measurements in time. Zare et al
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formulate a data-enhanced approach that recovers a low-
complexity colored-input model via convex covariance
completion and then realizes an innovations model for
use with an Ensemble Kalman Filter (EnKF) [5]. While
effective at matching second-order statistics, this method
relies on accurate batch/empirical covariances and re-
quires solving a nuclear-norm–regularized optimization,
which adds computational overhead and reduces respon-
siveness to time-varying spectra.

The use of the innovations process for adaptivity traces
back to the seminal study [6]. Under LTI dynamics
and steady-state operation, Mehra shows that innova-
tions whiteness is a necessary and sufficient signature
of optimality and uses the sample autocorrelation of
the innovations to (i) test optimality and (ii) estimate
R together with (parts of) Q consistently from data.
However, this identification proceeds at the level of the
covariances (Q,R) rather than through an explicit dy-
namical shaping model for process noise. Consequently,
it is not designed to recover or track unknown coloring
dynamics in real time. The present work retains the
innovations–whiteness principle but shifts the focus from
covariance tuning to online learning of a parametric
coloring filter embedded within a state-augmentation
architecture, adjusting its parameters to drive empirical
innovations autocorrelations toward zero and thereby
restore near-optimal performance without prior spectral
knowledge. This bridge from Mehra’s optimality test to
real-time identification closes the gap for colored process
noise and motivates the development that follows.

The contents of the paper are as follows. Section II
formulates the problem, and presents a 2nd-order uncer-
tainty coloring filter and the resulting augmented dynam-
ics. Assuming that the process noise and measurement
noise are mutually independent and the measurement
noise is white, Section III relates the the whiteness of
the innovations and the whiteness of the process noise.
Section IV presents a numerical example involving a
damped pendulum with three distinct coloring filters.
Finally, Section V provides some future research direc-
tions.

II. Problem Statement

We consider the discrete-time state–space model

xk = Axk−1 +Bvk−1,

yk = Cxk + nk,
(1)
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where the dynamics matrix A ∈ Rn×n, the input matrix
B ∈ Rn×l, and the output matrix C ∈ Rm×n. The
process noise vk ∼ N (0, Q) and measurement noise nk ∼
N (0, R) are zero mean and mutually independent. The
standard Kalman filter (KF) recursions are summarized
below for reference.
Forecast (fc)

xfc
k = Axda

k−1 +B uk−1, (2)
efck : = xk − xfc

k , (3)
P fc
k = AP da

k−1 A
⊤ +Q. (4)

Innovations and covariance

zk := yk − C xfc
k = Cefck + nk, (5)

Sk := Cov(zk) = CkP
fc
k C⊤

k +R. (6)

Data assimilation (da)

Kk = P fc
k C⊤S−1

k , (7)
xda
k = xfc

k +Kk zk, (8)
edak : = xk − xda

k , (9)
P da
k =

(
In×n −KkC

)
P fc
k . (10)

These equations are optimal under the classical assump-
tion that both vk and nk are white (that is, i.i.d.)
sequences. In the optimal KF, the innovations zk is
white; in particular, its first-lag autocorrelation implied
by (5) is zero. When the process noise is colored, this
whiteness property no longer holds and the KF becomes
suboptimal.

A. Coloring Filter
The standard approach for the case of colored process

noise is to augment the system with a coloring filter that
captures the autocorrelation of vk. As a representative
model, consider the second-order strictly proper transfer
function

H(q) =
γ3q+ γ2

q2 + γ1q+ γ0
, (11)

where q is the forward shift operator and γ0,1,2,3 are
constants. In practice, however, these coloring dynamics
are rarely known a priori. The objective of this article is
therefore to develop an online algorithm that adapts to
the unknown process-noise coloring in real time, thereby
restoring near-optimality by driving the innovations
towards whiteness.

B. State Augmentation
Consider the coloring filter realization for the process

noise given by

XH,k+1 = AHXH,k +BHwk,

vk = CHXH,k,
(12)

where wk is white with distribution N
(
0,

σ2
v

|H(z)|2

)
. The

controllable-canonical realization of the second-order

strictly proper transfer function in (11) is given by

AH =

[
−γ1 −γ0
1 0

]
, BH =

[
1
0

]
,

CH =
[
γ2 γ3

]
.

To embed the coloring filter (12) into the plant model
(1), we write

xk = Axk−1 +Bvk−1

= Axk−1 +B(CHXH,k−1)

= Axk−1 +BCH(AHXH,k−2 +BHwk−2),

leading to the augmented system

xaug,k = Aaugxaug,k−1 +Baugwk−1,

yaug,k = Caugxaug,k,
(13)

where

xaug,k =

[
xk

xH,k

]
, Aaug =

[
A BCH

0 AH

]

Baug =

[
0n×1

BH

]
, Caug = [C 01×m].

This technique fully specifies the augmentation of the
coloring filter into the system dynamics. If the coloring
model matches the true coloring of vk, then the KF ap-
plied to the augmented system remains optimal and the
innovations is white (that is, its first-lag autocorrelation
is zero). In practice, the coloring dynamics may not be
known exactly, which induces residual autocorrelation
and suboptimality. Accordingly, we introduce an online
optimization procedure to learn the coloring filter in real
time.

III. Whiteness of Process Noise and Innovations
This section establishes an equivalence between the

whiteness of the innovations and the whiteness of the
process noise under the assumption that the process noise
vk and measurement noise nk are mutually independent
and measurement noise nk is white.

Proposition 1. Assume that the process noise vk and
measurement noise nk for a linear time-invariant (LTI)
system are mutually independent and measurement noise
nk is white. Then,

Γz(ℓ) = 0 ∀ ℓ ≥ 1 (14)

if and only if
Γv(ℓ) = 0 ∀ ℓ ≥ 1, (15)

where

Γz(ℓ) ≜ cov(zk, zk−ℓ), Γv(ℓ) ≜ cov(vk, vk−ℓ)

Proof: We rewrite the data assimilation step by
substituting (5) into (8), which yields

xda
k = xfc

k +Kk (Cefck + nk).



Substituting back into (9) yields

edak = xk − xda
k

= xk − xfc
k −Kk (Cefck + nk)

= efck −Kk (Cefck + nk)

= (I −KkC)efck −Kknk.

Propagating to the next forecast error yields

efck+1 = Aedak + vk+1

= A
(
(I −KkC)efck −Kknk

)
+ vk+1

= A(I −KkC) efck + vk+1 −AKknk

= Fk e
fc
k + vk+1 −AKknk,

where Fk = A(I −KkC), which is assumed to be stable,
that is, ρ(F ) < 1. Then efck is unfolded under steady
state as

efck =

∞∑
i=1

F i−1(vk−i+1 −AKnk−i)

Substituting back into (5) gives

zk = nk +

∞∑
j=0

CF jvk−j −
∞∑
i=1

CF i−1AKnk−i

Define

G(q−1) ≜
∞∑
i=1

CF i−1AKq−i (16)

H(q−1) ≜
∞∑
j=0

CF jq−j (17)

where q−1 is the backward-shift operator. Rewriting
yields

zk = (I − G(q−1))nk +H(q−1)vk

Transforming to the frequency domain gives

Z(eȷϕ) = (I −G(eȷϕ))N(eȷϕ) +H(eȷϕ)vk,

where

G(eȷϕ) = C(eȷϕI − F )−1AKe−jw, (18)
H(eȷϕ) = C(eȷϕI − F )−1. (19)

Using linear spectral mapping, the Power Spectral Den-
sity (PSD) of the signal z can be computed as

Φz(ϕ) = Tnϕn(ϕ)T
∗
n + TvΦv(ϕ)T

∗
v

and the cross-correlation between n and v is zero since
independence between process and measurement noise is
assumed. Since nk is white, it has a PSD of R and the
terms Tn and Tv are (I −G) and H, respectively. Thus,

Φz(ϕ) = (I −G)R(I −G)∗ +HΦv(ϕ)H
∗. (20)

Assuming that Φv(ϕ) is white with covariance Q yields

Φz(ϕ) = (I −G)R(I −G)∗ +HQH∗,

Fig. 1: Pendulum schematic defining the angle θ and its
reference.

which implies that Φz(ϕ) is constant across all frequen-
cies, thereby ensuring that the signal z is white. This
establishes sufficiency.

To prove necessity, let Φz(ϕ) = S. Substituting back
into (20) yields

S = (I −G)R(I −G)∗ +HΦv(ϕ)H
∗.

Since (C,F ) is observable, which is implied by (A,C)
detectability, H has full column rank. Thus, its pseudo-
inverse H† exists, resulting in

Φv(ϕ) = H†(S − (I −G)R(I −G)∗)H†∗

which holds only if Φv(ϕ) is constant across all frequen-
cies, which is the definition of whiteness.

A. Innovations-Whitening Adaptive Kalman Filter
(IWAKF)

After proving whiteness duality between process noise
and innovation, we leverage this relation by estimating
the coloring filter characteristics through minimizing
the autocorrelation in the innovation. In other words,
perfect state augmentation results in a white innovations
sequence. The Innovations-Whitening Adaptive Kalman
Filter (IWAKF) utilizes this fact to adapt to the coloring
dynamics of process noise. Let

J ≜ ∥E[zAug.,kzAug.,k−ℓ]∥ (21)

where zAug.,k is the innovations of the augmented system
and its autocorrelation is used as the cost function J .
The goal is to find γ0,1,2,3 that minimizes J

γ0,1,2,3 = arg min
γ0,1,2,3

J. (22)

IV. Simulation and Performance
In the simulation, a damped-pendulum, shown in

figure1, model is employed, using a state representation
where the states are θ and θ̇, in accordance with (1).
The equations are expressed as

A = eAcT ,

B =

[
0
1

]
, C =

[
1 0

] (23)



Fig. 2: Coloring filter pole locations. The three coloring
filters (SF:1, SF:2, SF:3) are characterized by their
poles in the complex z-plane. All filters have poles
at radius 0.8 with varying angles (100, 130, and 145
degrees), representing different coloring characteristics
of the process noise.

Shortcut Poles Zeros
SF:1 0.8ej±100 3
SF:2 0.8ej±130 3
SF:3 0.8ej±145 3

TABLE I: Coloring filter specifications. The table lists
the pole and zero locations for three example coloring
filters. Each filter has conjugate poles at radius 0.8 with
angles of 100, 130, and 145 degrees, and a single zero at
3.

where

Ac =

 0 1

−ϕn −2ζϕn


ϕn =

√
g

L
, ζ =

b

2mL2ϕn
.

ϕn and ζ are the undamped natural frequency and
damping ratio, respectively. The colored process noise is
shaped by (11) with three distinct coloring filters defined
in Table I and Figure 2.

For each transfer function, a performance comparison
is made between the IWAKF and the perfectly aug-
mented Kalman filter where the coloring dynamics of the
process noise coloring are known for the KF. Moreover,
for each case, the Performance Ratio (PR) is used for

Fig. 3: Performance ratio comparison. The figure
compares the performance ratios PRAug. (perfectly
augmented KF with known coloring dynamics) and
PRIWAKF (Innovations-Whitening Adaptive KF) for
three coloring filter examples (SF:1, SF:2, SF:3). Both
methods achieve similar performance ratios, demonstrat-
ing that IWAKF can match the performance of the
perfectly augmented filter without prior knowledge of
the process-noise coloring dynamics.

better comparison and is defined as

PRAug. ≜
RMSEAug.

RMSEKF
, (24)

and

PRIWAKF ≜ RMSEIWAKF

RMSEKF
, (25)

where

RMSE =

√√√√ 1

N

N∑
k=1

edak
2
,

and RMSEKF is the error in the standard Kalman filter
with no augmentation. Figure 3 shows the performance
of IWAKF compared with the perfectly augmented KF.
Figure 4 demonstrates the innovations of KF, Aug.KF
and IWAKF where both the Aug.KF and IWAKF
successfully whitened the innovation, whereas the latter
was accomplished with no previous knowledge of the
exact coloring filter.

V. DISCUSSION AND FUTURE RESEARCH
This paper developed an Innovations-Whitening Adap-

tive Kalman Filter (IWAKF) that learns the coloring
dynamics of the process noise online by minimizing
the empirical autocorrelation of the innovations under
white measurement noise. Simulations on a damped-
pendulum example indicate that IWAKF attains per-
formance comparable to a perfectly augmented KF
that has complete knowledge of the true coloring filter,
thereby restoring near-optimal estimation without prior
spectral information. The analysis herein relies on LTI



Fig. 4: Innovations autocorrelation comparison. The
figure displays the autocorrelation of the innovations
sequence for the standard KF, the augmented KF (Aug.
KF), and IWAKF. The standard KF shows signifi-
cant autocorrelation, indicating colored innovations due
to unmodeled colored process noise. Both the aug-
mented KF and IWAKF exhibit near-zero autocorrela-
tion, demonstrating that they successfully whiten the
innovation. Notably, IWAKF achieves this whitening
without prior knowledge of the process-noise coloring
dynamics.

assumptions to establish the equivalence between innova-
tions whiteness and process-noise whiteness. A primary
direction is to extend the theory and implementation
to linear time-varying (LTV) systems with time-indexed
dynamics and outputs, where conditions such as uniform
detectability/stabilizability, bounded time-varying gains,
and persistence of excitation replace their LTI counter-
parts. This requires a whiteness characterization that is
valid under nonstationary spectra, together with finite-
window identification tools and change detection to track
drifting coloring dynamics.
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